DIESEL PRODUCT OFFERING
GENSET RATINGS

KOHLER, !

IN POWER. SINCE 1920.



AIR COOLED
DIESEL ENGINES

LIQUID COOLED

DIESEL ENGINES

GROSS ENGINE POWER*  Given ELECTRICAL POWER** GROSS ENGINE POWER*  Given ELECTRICAL POWER**
Sancby  Pime el Wemifon Cownuus pangng  Emedon Standby  Pime  SeTor Wemien Comuus pangng  Smson
kW-hp kW-hp % kVA kW  KkVA kW kW-hp kW-hp % kVA kW kVA kW
o KD477-2 7.7-105 7.0 - 95 85% 8.1 65 13 59 SAE 5 - 6.5 - KDW?702 55-7.5 5.0-6.8 80% 55 44 50 4.0 SAE 5 - 6.5” -
3 KD625-2 10.7-146 9.8-13.3 85% 114 91 104 83 SAE 4 -7.5 = KDW?702 - 5.0-6.8# 82% - - 49# 4.0# SAE5-6.5" EU Stage V
T KD626-3 16.2-22.0 14.7-20.0 85% 172 137 154 123 SAE 4 -7.5 - KDW1003 85-11.6 7.7-10.5 85% 9.0 72 82 6.5 SAE5 - 6.5 -
KD15-225 3.0-4.8 27-3.7 75% 28 22 2.6 21 §§STAPER @ 23 - KDW1003 8.0-10.7 7.7-10.5 85% 8.1 6.5 7.8 6.2 SAE 5 - 6.5” EU Stage V
KD15-350 8. 64 4450 80% 18 38 4a 35 SSSTAPER 023 Not emissioned / KDW1404 11.5-156 10.5-14.3 85% 122 98 112 89 SAE5 - 6.5 -
= e - : . : EU Stage V KDW1404 11.0-147 10.5-14.3 85% 111 89 106 85 SAE5 - 6.5” EU Stage V
N el KDW1603 155-21.1  14.1-19.2 86% 167 133 151 121 SAE 4 -7.5” -
L KD15-440 68-93  62-84 82% o 56 63 5 EXT 6-SAEJ609B Noltisngt?@zvd ! KDW1603 150-201 14.1-19.2  86% 154 123 144 115 SAE4-75 EU Stage V
8 S KD15-500 78-106  7.1-96 82% 80 64 712 58 TAPER O 24 - KDI 1903M 19.0-255 17.3-23.1 88% 209 167 190 152  SAE4-7.5 EU Stage IlIA
S KD330-2 9.4-135 85-11.6 85% 100 80 90 7.2 § TAPER @ 30 = KDI 1903M - 18.9-2534#  88% - - 1974 158# SAE4-7.5 EU Stage V
issi S KDW2204 19.5-26.5 17.7-24.1 88% 215 172 195 156  SAE4-7.5" EU Stage IIIA
KD425-2 1.5-156 105-142 85% 122 98 111 89 § TAPER @30 Noltisn;zsa:rlled ! ,8- KDI 2504M 25.4-34.0 23.1-30.9 88% 27.9 224 254 203 SAE4-7.5 EU Stage IlIA
KD477-2 14.0-19.0 12.7-17.3 85% 149 119 134 107 § TAPER 0 38 s KDW2204/T 26.0-354 23.6-32.1 88% 286 229 260 208 SAE4-7.5 EU Stage Il
KD625-2 18.8-255 17.1-23.2 85% 203 163 188 150  §§ STD Lombardini EU Stage II . KDI 2504TM-30 32.0-42.9 29.1-39.0 88% 352 282 320 256 SAE3-11.5" EU Stage IIIA
KD626-3 28.6-39.0 26.0-354 85% 305 244 279 223  §§ STD Lombardini EU Stage Ill A I KDI 2504TM-40-EU  36.9-49.4 33.5-45.0 88% 406 325 369 295 SAE3-11.5” EU Stage llIIA
= KDI 2504TM-40 41.0-54.9 37.3-50.0 88% 451 361 410 328 SAE3-11.5” =
GROSS ENGINE POWER*  gjyen  ELECTRICAL POWER Moo KDI 3404TM 61.0-81.7 555-74.3 89% 679 543 617 494 SAE3-11.5" -
. ) . e KDI 3404TM CAC ¢ 61.5-82.4 55.9-74.9 89% 68.4 547 622 498 SAE3-11.5" EU Stage IIIA
Stand-by ~ Prime  Aternator Intermittent Continuous g, ing Emission Emission KDI1903TCR CAC 0 35.3-47.3 32.1-430  88% 366 293 331 265 SAE3-115"  EUStageV
efficiency (Stand-by) (Prime) compliance  compliance
KW-hp KW-hp KVA KW KVA KW available*** KDI 2504TCR CAC 0 47.1-63.1 42.8-57.4 88% 496 397 449 359 SAE3-11.5" EU Stage V
KDa77-2 89.121 81.110 85% 05 76 85 68 SAE5.65 . . KDI 3404TCR CAC ¢ - 55.0-73.7#  88% - - 57.8# 462# SAE3-11.5 EU Stage V
S - KDI 3404TCRSCR  100-134 90.9-121.8 92% 1121 897 1017 81.3 SAE3-11.5" EU Stage V
) KD625-2 135-184 123-16.7 85%  14.4 115 128 103 SAE4-75 - - — Not emissioned /
KD626-3 20.1-27.3 183-249  85% 213 17.1 192 154 SAE4-7.5" - - KDW702 11.0-15.0 10.0-13.6 85% 1.7 94 106 85  SAE5-65 EU Stage V
N KD15-225 3.3-45 3.0-4.1 75% 31 25 29 23 TAPER @ 23 = = KDW1003 18.0-24.2 16.4-22.0 85% 191 153 174 13.9 SAE 5 - 6.5” EU Stage V
g KD15-350 51-7.0 4.6-6.3 80% 51 41 47 38 TAPER@®23 Tier 4 i Tier 4 F g KDW1404 22.0-29.9 20.0-27.2 85% 234 187 213 170 SAE5-6.5" EU Stage IlIA
(=) S KD15-440 7.4-10.1 6.7 - 9.1 82% 75 60 68 54 TAPERQ23 Tier 4 i Tier 4 F S KDW1404 - 18.9-2534#  85% - - 201# 161# SAE5-6.5 EU Stage V
8 KD330-2 11.2-152 10.2-13.8 85% 119 95 107 86 §TAPER@30 - - KDW1603 26.7-36.3 24.3-33.0 86% 287 230 261 209 SAE4-75" EU Stage IIIA
KD425-2 13.0-17.7 11.8-16.1 85% 137 11.0 123 99 §TAPER@ 30 Tier 4 F Tier 4 F KDW2204 34.5-46.9 31.4-427 86% 376 297 342 270 SAE4-75" EU Stage lIIA
KD477-2 157-21.4 14.3-19.4 85%  16.7 13.4 150 120 §TAPERQ 38 - - KDW2204/T 44.3-60.2 40.3-54.8 86% 476 381 433 346 SAE4-75 EU Stage II

§ SAE 5 - 6.5”0n request
§§ SAE 4 - 7.5”"0on request
8§88 EXT 3-SAEJB09A on request

0 Equipped with charged air after cooler
# Prime Power no overload
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0

kW-hp kW-hp kVA kW kVA kW

KDW702 6.5-8.8 5,9-8.0 80% 65 52 6.0 4.7 SAE 5 - 6.5” Tier 2 Tier4 F
KDW1003 10.0-13.6 9.1-124 85% 106 85 97 77 SAE 5 - 6.5” Tier 2 Tier 4 F
KDW1404 13.5-18.4 123-16.7 85% 143 115 131 104 SAE 5 - 6.5” Tier 2 Tier4 F
KDI 1903M 18.4-24.7 16.7 -22.4 86% 198 15.8 18.0 144 SAE 4 -7.5” Tier 4 F Tier 4 F
KDW1603 18.5-25.2 16.8-22.9 86% 199 159 18.0 145 SAE4-7.5" Tier 2 Tier 2
KDI 1903M 21.0-28.1 19.1-25.6 88% 231 18.5 21.0 16.8 SAE 4 -7.5” Tier 3 Tier 3
8 KDW 2204 22.5-30.6 20.5-27.8 88% 248 19.8 225 18.0 SAE4-7.5" Tier 2 Tier 2
1 £ KDI2504m 29.5-39.5 26.8-35.9 88% 325 26.0 295 23.6 SAE 4 -7.5” Tier 3 Tier 3
g KDW 2204/T 31.5-42.8 28.6-38.9 88% 34.7 277 315 252 SAE3-11.5" Tier 2 Tier 2
© KDI 2504TM 36.4 - 48.8 33.1-44.3 88% 40.0 32.0 36.4 2941 SAE 4 -7.5” Tier 3 Tier 3
KDI 1903TCR ¢ 37.0-49.6 33.6 -45.1 88% 40.7 32.6 37.0 29.6 SAE 4 -7.5” Tier4 F Tier4 F
* Engine power rated according to ISO 3046 rules, after running period in ambient conditions of 20°C and 1 Bar. Power levels drop by 1% every 100 m KDI 2504TCR ¢ 47.1-63.1 42.8-57.4 88% 51.8 41.4 471 37.7 SAE3-11.5" Tier 4 F Tier 4 F
altitude and by 2% every 5°C above +25°C. Fuel specification EN590. KDI 3404TCR ¢ 55.4-74.2 50.4 -67.5 89% 61.6 49.3 56.0 448 SAE3-11.5" Tier4 F Tier4 F
**Electrical power includes fan power absorption, typical alternator efficiency and a power factor (cos @) of 0.8 KDI 3404TM CAC0 70.0-93.8 63.6-85.2 89% 77.9 623 708 566 SAE3-11.5 Tier3 Tier 3
Continuous (Prime) power can be overloaded of 10% for 1 h every 12 hours operation o KDW702 11.7-16.0 10.6-14.5 85% 122 99 M.0 9.0 SAES - 6.5 Tier 2 Tier 2
Intermittent (Standby) power cannot be overloaded. § KDW1003 18.0-24.5 16.4-22.3 85% 191 153 174 139 SAE 5 - 6.5” Tier 2 Tier4 F
KDW1404 24.5-33.3 22.3-30.3 85% 26.0 20.8 23.7 18.9 SAE 5 - 6.5” Tier 3 Tier 3

*** Possible de-rating might have to be taken in consideration to ensure emission compliance.



For more information, contact your KOHLER source of supply.
Kohler Co. reserves the right to make modifications without prior notice.
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